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1. Introduction
Recently L10 ordered FePt, CoPt nanoparticles have been 
studied intensively because they have high potential for 
technological applications, such as extremely high-densi-
ty magnetic recording (EHDR) media and nanocomposite 
permanent magnets [1, 2, 3]. For example, the noise reduc-
tion for EHDR at areal densities approaching 1 Tb/in2 re-
quires the medium to have decoupled or weakly interacting 
magnetic grains that are in the range 4–8 nm with a nar-
row size distribution [4, 5, 6]. Present CoCrPtX type media 
almost approach the superparamagnetic limit as grain size 
deceases below 10 nm; the thermal stability factor, KuV*/
kBT,where Ku is the anisotropy constant and V* an activa-
tion volume, becomes less than about 50 which is required 
for 10-year storage. FePt and CoPt have large values of 
Ku ( 5–7×107 erg/cm3) [7],and thus have the potential to 
serve as building blocks for thermally stable Tb/in2 media.
In this paper, we report on recent efforts to fabricate 
high-anisotropy L10 FePt nanocomposite fi lms by three 
methods: monodispersed core–shell FePt(CFx) nanoclus-
ter-assembled fi lms grown with a gas-aggregation source 
[8, 9], (0 0 1)-oriented FePt L10 nanocomposite fi lms syn-
thesized by non-epitaxial growth of multilayers [10, 11], 
chemical synthesis of FePt L10 particles in nanoporous alu-
mina and creation of highly anisotropic particle fi lms under 
external magnetic fi eld [12], and analytical and numerical 
simulational results on these systems [13].
2. FePt(CFx) core–shell nanoclusters with C matrix
A core–shell FePt nanocluster system, in which the mag-
netic core is coated with a layer of a non-magnetic shell, is 
of great interest for study and tailoring magnetic properties 
such as magnetization, anisotropy and interparticle interac-
tions [14]. The core–shell structure is expected to enable 
an increase of the packing density of the cluster-assembled 
fi lms and the shell may serve as isolation between the clus-
ters, resulting in the decrease of exchange coupling.
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We have prepared monodispersed FePt clusters with 
fl uorocarbon (CFx) shell synthesized by a gas-aggrega-
tion technique [8, 9]. To form core-shell clusters, CFx gas 
was applied to the gas-aggregation chamber with var-
ious fl ow rates. The clusters were either directly deposit-
ed onto a Si substrate or embedded in a C matrix. Fig. 1 
(a) shows the TEM image of uniform FePt(CFx) clusters 
with average diameter of about 4.5 nm in the as-deposit-
ed state. The shell structure can be observed in a fi lm an-
nealed at 600 °C for 10 min. (Fig. 1(b)).High magnetic an-
isotropy of L10 FePt(CFx) cluster-assembled fi lms was re-
alized via post-deposition annealing at different tempera-
tures (500 °C–700 °C) for 10 min. Fig. 2 shows the effect 
of annealing temperature on the coercivity of fi lms deposit-
ed on a Si substrate. The coercivity was enhanced with ad-
dition of CFx gas, which implies a decrease of the ordering 
temperature by about 50 °C. 
Embedding the clusters in a carbon matrix was found to 
isolate clusters from sintering effectively during annealing 
[15, 16]. Fig. 3 shows a TEM image of the FePt(CFx) clus-
ters embedded in a C matrix; a structure free of agglomera-
tion was observed after annealing at 650 °C for 10 min. In-
terparticle interactions were studied by measuring the ΔM 
curves for annealed fi lms [17]. ΔM was found to be posi-
tive for clusters directly deposited on Si and negative for 
clusters embedded in C matrix, indicating the change from 
dominant exchange interactions to dipolar interactions by 
embedding clusters into the C matrix. Our results indicate 
that the magnetic properties of the core–shell FePt(CFx) 
nanoclusters can be easily tuned for various nanomagnet-
ic applications. 
3. Non-epitaxial growth of (0 0 1)-textured L10 FePt:X 
nanocomposite fi lms
Under normal growth conditions, L10-phase FePt and FePt-
based fi lms often possess (1 1 1) preferred or random ori-
entations. In order to control the crystal orientation, epi-
Fig. 1. TEM images of FePt(CFx) nanoclusters: (a) as-deposited; (b) annealed at 600 °C for 10 min. The arrow indicates the shell structure. 
Fig. 2. Annealing temperature dependence of coercivity for FePt(CFx) 
and FePt clusters. 
Fig. 3. TEM image of FePt(CFx) clusters embedded in C matrix and an-
nealed at 650 °C for 10 min. 
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taxial growth of the FePt fi lm is needed. The most com-
mon methods to obtain the c-axis normal to the fi lm plane 
[(0 0 1) texture] are to use seed or buffer layers, such as 
MgO. Recently, non-epitaxially grown, highly (0 0 1)-tex-
tured L10 FePt [9, 10] and FePt based fi lms [18] have been 
obtained by using multilayer deposition plus post anneal-
ing. It is found that orientations of FePt grains are affect-
ed by many preparation parameters, such as initial as-de-
posited fi lm structure, composition, annealing time and so 
on [19, 20].
Fig. 4 shows X-ray diffraction patterns of L10 FePt:
Ag nanocomposite fi lms. The Ag content varied from 0 
to 20 vol%. As shown in Fig. 4, all fi lms clearly show the 
(0 0 1) superlattice peaks indicating that the Ag content 
(matrix) has relatively small effect on orientation. The co-
ercivities and the hysteresis-loop slope parameter (α = dM/
dH(Hc)) were determined from the hysteresis loops. With 
increasing Ag content the hysteresis-loop slope and the 
correlation length decrease, whereas the coercivity increas-
es. The Ag increases the separation between the particles, 
thereby effectively exchange-decoupling the grains [19].
Hysteresis loops for L10 nanocomposite FePt:C fi lm are 
shown in Fig. 5. The inset is the XRD pattern of the same 
FePt:C fi lm, on which (0 0 1), (002) peaks appeared indi-
cating that FePt grains are (0 0 1) oriented. The full-width 
at half-maximum (FWHM), obtained from the rocking 
curve of (0 0 1) peak, is 1.68 ° confi rming a high degree of 
(0 0 1) texturing. The loop shows perpendicular anisotro-
py with square shape in the perpendicular direction due to 
the preferential FePt L10 (0 0 1) texture. The perpendicular 
loop shows large coercivity (Hc = 6.2kOe) and high rema-
nence ratio (S=0.9) [20].
The nanostructure of non-epitaxially grown L10 FePt:
C thin fi lm was characterized by TEM. As shown in Fig. 6, the bright-fi eld plane-view (a) and cross-section (b) im-
ages reveals that FePt grains with grain size of about 5 nm 
are embedded in the carbon matrix and appear to be well 
isolated. 
4. Template-mediated self-assembly of patterned nano-
magnets
Self-organized arrays of equiatomic FePt nanoparticles 
with ordered L10 structures are attractive as ultrahigh den-
sity magnetic recording media. The solution-phase-based 
synthesis offers a convenient way to produce monodis-
persed FePt clusters with the size being controlled down 
to only a few nanometers [21], but the postannealing step 
is indispensable for the transformation from the disordered 
FCC to chemically ordered FCT structure.
It is well known that template-mediated synthesis rep-
resents an elegant and effi cient approach for producing 
nanostructured materials [22, 23]. Porous alumina tem-
plates have many advantages over others [24]; for exam-
ple, they are resistant to the attack of most organic and in-
Fig. 4. XRD patterns of FePt:Ag fi lms with different Ag content. Films 
deposited directly on Si wafer and annealed at 600 °C for 10 min. Film 
thickness is 10 nm. 
Fig. 5. Hysteresis loop of FePt:C fi lm. Film deposited directly on Si wa-
fer and annealed at 550 °C for 5 min. Film thickness is 16 nm. Inset is the 
XRD pattern of this sample. 
Fig. 6. TEM bright-fi eld plane-view (a) and cross-section (b) images of 
FePt:C fi lm.
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organic compounds and stable at high temperature. Also, 
these templates can be easily removed in sodium hydrox-
ide aqueous solution, and the pore size, separation and dis-
tribution can be tuned.
When the hydrogen reduction reactions of a proper 
mixture of Pt and Fe salts are conducted within the nano-
channels of the porous alumina templates, chemically or-
dered FePt and CoPt clusters are produced [12], which is 
demonstrated to be an effi cient approach for direct synthe-
sis of L10 structured FePt clusters without postannealing.
The combination of the L10 structured FePt clusters 
made by hydrogen reduction with the porous alumina tem-
plates leads to a novel scheme for constructing ordered ar-
rays of FePt clusters with anisotropic magnetic properties. 
It is called template-mediated assembly of FePt L10 clus-
ters under external magnetic fi eld. The details of this new 
method are described briefl y in the following.
When an alcohol solution of Fe(NO3)3·9H2O and 
H2PtCl6·6H2O (Fe:Pt=1:1) mixture is loaded into porous 
alumina discs and heated in fl owing hydrogen at 650 °C for 
5 min, FePt clusters were formed inside the pores. They are 
released from the alumina discs and capped with organic sur-
factants. After proper chemical processings, the FePt clusters 
with average diameter about 16 nm can be precipitated out 
and dispersed in hexane for further assembly. The alumina 
templates with ordered pore distribution are made by a two-
step anodization of aluminum foils. The templates are fi xed 
between two poles of an electromagnet with pores paral-
lel to a magnetic fi eld up to 1 Tesla. Assembly of FePt clus-
ters onto alumina templates is accomplished by drop casting. 
Fig. 7 shows a TEM image of the FePt clusters assembly on 
a Cu grid coated with 10 nm carbon fi lm. Fig. 8(a) shows an 
AFM topographic image and Fig. 8(b) shows an MFM im-
age of the closed end of the pores after removing the alumi-
num fi lm [12]. Hysteresis loops of the FePt dots arrays were 
measured by SQUID at room temperature. They have coer-
civities of 13.4 and 10.2 kOe respectively when measured 
perpendicular and parallel to the plane of the dots arrays. 
5. Theoretical calculations
To investigate magnetization reversal in nanostructures of 
L10 FePt nanograins and clusters, we have performed LLG 
micromagnetic simulations. The large uniaxial anisotropy 
K1 of FePt is the basis for creating coercivity Hc in L10-
based permanent magnets and magnetic recording media 
[14, 20]. However, the corresponding Stoner–Wohlfarth 
prediction Hc=2K1/μoMs signifi cantly overestimates the co-
Fig. 7. TEM image of the FePt clusters assembly on a copper grid with 
10 nm a carbon coating. 
Fig. 8. AFM topography (a) and MFM image (b) on the bottom of the pores after removing aluminum matrix. 
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ercivity, because it ignores the real structure of the magnets 
[25, 26]. There are two main reasons for the reduced coer-
civity: intragranular imperfections and intergranular inter-
actions, including domain-wall pinning effects.
5.1. Core-shell nanoparticles
To a large extent, the physics of inhomogeneous magnet-
ic systems is contained in the core–shell model. This re-
fl ects magnetocrystalline surface and interface anisotropy 
[26, 27]. Very recently [28], it has been shown that miss-
ing 3d-4d/5d bonds at surfaces and interfaces yield a dis-
proportionally strong reduction of the anisotropy, in agree-
ment with earlier results [29].
Here we consider magnetic particles characterized by 
reduced surface anisotropy. Nucleation-fi eld analysis, i.e., 
considering perpendicular magnetization modes m of the 
type M = Ms( √
—
1–
—
m
—2—ez + m), yields [26]
     “2m+κ(r)2m=0                                             (1)
where κ2(r)=(K1(r)+μoMsH/2)/A. The magnetization modes 
m(r) are obtained as eigenmodes of Eq. (1) subject to the 
free surface boundary condition dm/dr=0. In addition, 
Adm/dr and m are continuous inside the material [30], but 
since A is much less real-structure dependent than K1, it is 
usually suffi cient to assume that both dm/dr and m are con-
tinuous.
For spherical geometries, solutions of Eq. (1) are spher-
ical Bessel functions. The nucleation behavior of stepwise 
continuous profi les K1(r)=Kh for r<R-ΔR and K1(r)=Ks for 
R-ΔR<r<R amounts to a superposition of functions of the 
type sin(x)/x, cos(x)/x, and sinh(x)/x. Fig. 9 shows the ex-
plicit radial dependence of perpendicular component |m|. 
Fig. 10 shows the nucleation-fi eld coercivity for a soft shell 
of thickness 0.5 nm. The assumed core and shell anisotro-
pies are 5 and 0.05 MJ/m3, respectively. The shallow small-
particle minimum indicates the vanishing of the hard-mag-
netic phase when ΔR=R. For R=∞, Hc remains smaller than 
2K1/μoMs due to surface nucleation. 
5.2. Micromagnetic simulations
The OOMMF code provided by NIST is used to perform 
micromagnetic simulation ( http://math.nist.gov/oommf ). 
The simulations are based on the Landau–Lifshitz–Gilbert 
equation. The parameters used in the simulations are: an-
isotropy constant K1=4–6 MJ/m3, exchange constant A = 
10pJ/m, and saturation magnetization Ms = 0.8 – lMA/m. 
For L10 FePt single particles, the observed coercivity in 
experiment, about 20 kOe, is much smaller than the bulk 
anisotropy fi eld HA=2K1/Ms, of 120 kOe. This is because 
at the nanometer scale, surface effects are important which 
distinguishes the surface and interface from the bulk prop-
erty. Considering this, we consider a single sphere of FePt 
with a core–shell magnetic structure. A sphere with 6.7 nm 
diameter contains 417 cubic cells with unit length 0.75 nm. 
This sphere has bulk properties of FePt with Kl = 6 MJ/m3 
and Ms = l MA/m, with uniaxial anisotropy. The outer shell 
of the sphere, which has a thickness of 0.75 nm, is assigned 
a reduced anisotropy due to interface imperfections.
Micromagnetic calculation shows a reduced anisotro-
py fi eld of 80 kOe, and coercivity of 60 kOe, due to the 
reduced surface anisotropy [13]. This behavior qualitative-
ly explains the observed discrepancy between Hc and HA 
shown in Fig 5.Due to the lack of magnetic hardness, and 
the even more complicated nanostructure, including perco-
lation of particles and imperfect alignment of the easy axes 
of the nanoparticles, observed coercivity is even smaller. 
However, the simple core–shell magnetic structure gives 
a qualitative explanation to the reduction of coercivity of 
FePt L10 nanoparticles.
Fig. 10. Coercivity as a function of the particle diameter D=2R for typi-
cal L10 parameters. 
Fig. 9. Analytical results for size dependence of spheres’ spin structure. 
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The system of diluted FePt:C nanoclusters is simulated 
to examine the coherent rotation (Stoner–Wohlfarth parti-
cles) behavior. For clusters with diameter size of 5 nm and 
well separated by the C matrix, there is no intergranular ex-
change interaction. In the OOMMF program, 27 L10 FePt 
spheres are arranged in a cubic lattice, with center-to-center 
distance as 9 nm, corresponding to a 5 vol% FePt spheres 
in C matrix. The anisotropy axis of each sphere is random-
ly oriented. The simulated magnetic hysteresis loop shown 
in Fig. 11 represents hysteresis of randomly oriented Ston-
er-Wohlfarth particles without intergranular exchange in-
teractions [25]. The loop matches the experimental result 
well (Hc (10 K)=40.3 kOe) [16], indicating the diluted FePt 
nanoclusters reverse as Stoner–Wohlfarth particles. 
5.3. Exchange dependence of coercivity
In a nanocomposite system, the magnetically hard 
nanoparticles isolated by a magnetic matrix have differ-
ent types of magnetization reversal depending on the ma-
trix. The coercivity mechanism for such a system changes 
from the coherent-rotation regime for no exchange inter-
actions to discrete pinning for large exchange interactions 
[31]. Both analytical and numerical simulations show a 
coercivity maximum during the transition between the two 
regimes. A system with 18 FePt spheres with 7 nm diam-
eter arranged in a two-layer rectangular lattice is simulat-
ed. The chosen anisotropies for the materials are 6 MJ/m3 
for FePt and 2 MJ/m3 for matrix (for example, FeNiPt). To 
show the exchange dependence of coercivity, the exchange 
constant A of the matrix is varied. Fig. 12shows that with 
an increasing exchange constant A, the coercivity of the 
system reaches a maximum and then decreases. This fi g-
ure shows that the magnetization reversal transits from nu-
cleation-type regime to discrete-pinning-type regime with 
increasing exchange [13, 31].
6. Summarized Conclusions
Monodispersed core–shell FePt(CFx) uniform nanoclusters 
with very narrow size distribution were prepared by the 
gas-aggregation technique. High anisotropy and high coer-
civity depend on the system, with or without matrix, pack-
ing fraction, annealing temperature, etc. Exchange cou-
pling of nanoparticles can be reduced by separation with 
a C matrix. Magnetic properties can be tuned for various 
nanomagnetic applications.
In the non-epitaxially grown fi lms, development of ex-
cellent (0 0 1) texture of the clusters is quite interesting. 
Multilayering of the Fe/Pt and individual layer thickness 
play an important role, but other metallurgical effects in-
cluding strain, diffusion rates, etc., also may play important 
roles. The grain size distribution, degree of L10 ordering, in-
tercluster exchange interactions, and magnetization reversal 
mechanism are issues that need to be further understood.
Ordered arrays of L10 FePt clusters at a large scale are 
created by template-mediated self assembly. They have co-
ercivities of 13.4 and 10.2 kOe, respectively, when mea-
sured perpendicular and parallel to the plane of the dots ar-
rays. The self-organized magnetic arrays fi nd applications 
in high density magnetic recording, nanodevices, and other 
related nanotechnology.
Theoretical calculations indicate that magnetization 
reversal in weakly coupled granular magnets is very sim-
ilar to Stoner–Wohlfarth coherent rotation. Reduced an-
isotropy due to surface and interface imperfections yields 
a disproportionately strong coercivity reduction. With in-
creasing interactions, there is a transition to a discrete 
pinning regime, where the magnetization remains nearly 
coherent in any given grain but a kind of a domain wall 
forms between the grains. Typically, the transition from 
single-grain rotation to discrete pinning is accompanied 
by a coercivity maximum.
Fig. 11. Simulated hysteresis for assembly of isolated nanoclusters. Fig. 12. Exchange dependence of coercivity of nanocomposites.
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For practical applications, it is important to be able to 
control the magnetic nanostructure properties such as grain 
size and size distribution, orientation, coercivity, interac-
tions and other properties. However, simultaneous control 
of these parameters remains a signifi cant challenge. 
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